When argon is used as a protecting gas in the fabrication or working environment of a nanodevice, absorption of some argon atoms onto the surface of the device lead to different responses. In this work, the rotation of the rotor in a carbon nanotube (CNT)-based rotary nanomotor in argon environment is investigated. In the rotary nanomotor, two outer CNTs act as the stator and are used to constrain the inner CNT (i.e., the rotor). The rotor is driven to rotate by the stator due to their collision during thermal vibration of their atoms. A stable rotational frequency (SRF) of the rotor occurs when the rotor reaches a dynamic equilibrium state. The value of the SRF decreases exponentially with an increase in the initial argon density. At dynamic equilibrium date, some of the argon atoms rotate synchronously with the rotor when they are absorbed onto either internal or external surface of the rotor. The interaction between the rest of the argon atoms and the rotor is stronger at higher densities of argon, resulting in lower values of the SRF. These principles provide insight for future experimentation and fabrication of such rotary nanomotor.
In 2014, Cai et al. 18 reported their discovery of a new rotary nanomotor fabricated from CNTs. In their MD simulation, they found that the free inner tube could have a stable rotation at the frequency of ~100 GHz when the inner tube was put in an outer tube that was fixed after relaxation. The mechanism was briefly introduced: at a finite temperature the atoms on the rotor experienced dramatic thermal vibration. During the vibration, some atoms on the rotor might collide with fixed atoms on the stator. When the fixed atoms were laid out asymmetrically, they could provide tangential repulsion to the rotor during collision. That repulsion led to rotational acceleration of the rotor. Stable rotation of the rotor was approached when the friction between the rotor and the stator balanced the repulsion. In a thermally-driven rotary nanomotor (TRnM), the tubes could be less than 10 nm in length and the radii of the CNTs could be less than 1.5 nm. There was difficulty, however, in quantitatively controlling the rotation, until a new approach capable of solving this problem was presented 19 . In the work of ref. 19 , the stator was fixed symmetrically and one or more carbon atoms on the fixed edge of the stator were set to have an inwardly radial deviation (IRD) (e.g., Fig. 1a,b ). As the collision between the rotor and the stator occurred, the IRD atoms provided stable repulsion to the rotor. Hence, the rotational direction of the rotor was determined when the IRD was specified. Recently, Cai et al. 20 discussed the robustness of the rotational frequency of rotors after they overcame the difficulty of the rotational direction. Yang et al. 21 estimated the significance of the major factors, namely temperature, IRD, and the diameter of rotor, on the output power of the TRnM.
In the above analyses, the TRnMs were situated in a vacuum. In general, nanomotors need to be fabricated or work in ambient environments. Since the discovery of CNTs, the interaction between many other types of atoms or molecules and CNTs has drawn much attention [22] [23] [24] [25] [26] [27] . For example, CNTs can work as a nanochannel [28] [29] [30] [31] [32] or even as a substrate to control the self-assembly of black phosphorus nanotubes from nanoribbon [33] [34] [35] . On the other hand, due to its chemical inertness, argon is usually used as a protective gas in experiments. Now, when a TRnM is placed in an argon environment 36, 37 rather than an absolute vacuum, the argon atoms may be attracted onto the CNTs and rotate together with the rotor. Due to the friction between the rotor and argon atoms and the improvement in the rotary inertia of the rotor, the dynamic response of the rotor may be obviously different from that of a rotor in a vacuum. In the present work, we discuss the dynamic behavior of a nanomotor array in argon environments, providing guidance for potential applications of rotary nanomotors in a nanomachine.
Models and Methodology
Models of nanomotor and simulation box. The geometry of a rotary nanomotor made from (9, 9) / (14, 14) CNTs in a simulation box is briefly introduced via Fig. 1 . Typically, the definition of the IRD of an edge carbon atom on the outside of the stator is shown in Fig. 1a , namely, ∆r for the deviation of the radius of the outer tube at the IRD atom. The two motors shown in Fig. 1b with N = 2 and in Fig. 1c with N = 7 are used in our numerical experiments. Figure 1d depicts a simulation box including a nanomotor and argon atoms. The boundary lengths of the box are l × l × L. Initially, we set the periodic boundaries of the simulation box to be −2 ≤ X ≤ 2 by −2 ≤ Y ≤ 2 by −1 ≤ Z ≤ 6.569, in nanometer units. Hence, l = 4 nm and L = 7.569 nm. In the box, the edge of the rotor is between [0, 5.657] nm. The volume of CNTs is ~16.827% of that of the box when the volume of CNTs is defined as L m × (2r) × (2r). As we discuss the effects of box size on the rotational frequency of the rotor (ω), larger boxes will be involved in simulation. In each array, only 3 × 3 boxes are used ( Fig. 1e ).
Figure 1.
Schematic geometry of a thermally-driven rotary nanomotor made from (9, 9) / (14, 14) CNTs. (a) Each stator has IRD atoms (N = 1), (b) N = 2, and (c) N = 7. The rotational frequency of the rotor is labeled "ω". In the X-Y plane, the radial deviation ∆r = 0.4*l C-C = ~0.0568 nm with l C-C = ~0.142 nm. The initial distance along the tube axis between the neighboring ends of tubes is ~0.246 nm. The length of the inner tube (rotor) is L m = ~5.657 nm. The length of each stator is ~0.492 nm. The radii of the (9, 9) and (14, 14) CNTs are ~0.610 and ~0.949 nm, respectively. (d) Layout of the simulation box with sizes l × l × L. The motor is placed at the center of the box that is filled with argon atoms. S1, S2, S3, and S4 are cross-sectional slices for observation of local atoms. To show the effects of the argon density in the box on the rotational frequency of the rotor, we set the density values from 100 kg/m 3 to 1400 kg/m 3 in the liquid state. The densities, together with the number of atoms and the corresponding pressures at 100 K, are listed in Table 1 . The initial pressure is estimated using the ideal gas law 38 . In estimation, the effective volume of the gas is the difference between the volume of the box and that of the nanomotor.
Flowchart of the MD simulation.
To observe the dynamic behavior of the rotor in the argon-filled box, we adopt a MD simulation approach to perform the related numerical experiments. In each simulation there are four major steps:
(1) Build the initial model (including CNTs and layout of argon atoms) according to the specified parameters.
Initially, the argon atoms in the box are laid out regularly in lines; (2) Relax the system at a canonical (NVT) ensemble to obtain a reasonable layout of argon atoms. During relaxation, the carbon atoms on the stators are fully fixed, and the two ends (two rings at each end) of the rotor are fixed. The temperature is controlled using a Nosé-Hoover thermostat 14,39 ; (3) After 1,500,000 steps of relaxation, release the fixed carbon atoms on the rotor and begin to record experimental data, namely, temperature, potential energy of system, rotational frequency of rotor, pressure, inertia moment of argon atoms about the tube axis. (4) Stop running after 10,000,000 steps of iteration.
In the simulation, the time step for integration of Newton's second law of motion is 0.001 ps. The interactions among the atoms in the CNTs are evaluated by AIREBO potential 40 , and the interactions among argon/carbon atoms are estimated by the 12-6 type Lennard-Jones (L-J) potential 41 with the relevant parameters of the L-J potential listed in Table 2 . All simulations are carried out in the open source code LAMMPS 42 .
To realize the system practically, four major steps are required: fix MWCNTs; tailor the CNTs into the model shown in Fig. 1 ; rearrange the IRD atoms at the external edges of stators, and finally, put the system in argon environment. Fig. 1a -c, the TRnMs with different numbers of IRD atoms are shown. The IRD of a carbon atom at the edge of a stator is marked with "∆r", where r is the average radius of the stator. When the IRD is zero, the atoms at the edge of the stator are laid out symmetrically. If the IRD is non-zero, the symmetry disappears as all atoms on the stator are fixed. As we choose DWCNTs with the intertube distance of ~0.34 nm, i.e., equilibrium distance, a non-zero IRD means that the distance between the IRD atom and the rotor is less than the equilibrium distance ( Fig. 2b ). Hence, repulsion exists between the IRD atom and the rotor. The repulsion can be considered a pre-tightening force that will actuate the neighboring atoms on the rotor away from their original balance position. Observation of the relative positions of the covalent bonds between the IRD atom and its neighbor atoms shows that they are no longer located in-shell of the outer tube ( Fig. 2c ). Due to the layout of the bonds, the three components of the repulsion (Fig. 2d ) are not simultaneously identical to zero. Among the three components, F τ determines the rotational acceleration of the inner tube. F r controls the breath-type vibration of the inner tube, and the axial relative sliding depends on F z .
Analysis of driving forces for the rotation of rotor. In
According to the foregoing analysis, the rotor's rotation depends on the magnitude of F τ . As the magnitude of time average is positive, i.e., anti-clockwise along the Z-axis, the component will generate a torque moment along the Z-axis that will drive the rotational acceleration of the rotor by obeying the moment of momentum theorem, i.e.,
where J z is the rotary inertia of the rotor with respect to the tube axis and α is the angular acceleration of the rotor along the Z-direction. r* is the average radius of both tubes at the IRD atom. F c is the friction between two tubes. Hence, the rotational frequency of the rotor can be obtained by the integration: Table 1 . Initial states of argon in simulation box at 100 K. The initial pressure of a box with argon density of 100 kg/m 3 at 100 K is ~30.5 bar. (In the present study, we set 1 bar = 1.013 × 10 5 Pa). Table 2 . Parameters in L-J potentials with respect to carbon and/or argon 49, 50 .
By substituting Eq. (1) into Eq. (2), the rotational frequency of the rotor can be expressed as a function of F τ and r*:
Because the IRD is far less than the radius of the outer tube, r* differs only slightly from the mean value of the radii of both tubes. However, the repulsion on the rotor is very sensitive to the IRD according to the L-J potential. Hence, F τ becomes obvious as IRD is in the interval [0.1, 0.4]l C-C . F c also increases with the increase of IRD except for the friction between the rest of the atoms on the stator and rotor. When F τ and F c reach a balanced state, the rotational frequency of the rotor does not increase any further, and a stable rotational frequency (SRF) of the rotor is obtained.
When the system works at a finite temperature, the atoms on the rotor undergo dramatic thermal vibration and both the magnitude and the direction of their velocity depend on the temperature and conform to a Boltzmann distribution. Owing to the thermal vibration, the value of r* fluctuates noticeably and the repulsion between the IRD atom and the rotor varies simultaneously. At higher temperatures, the maximum value of repulsion increases and the friction between the two tubes also increases. Hence, at higher temperatures the SRF could be higher than at lower temperatures.
Influence of argon atoms on the rotation of rotor.
As the nanomotor is working in a zone filled with argon, two major factors need to be investigated for their influence on the interactions between the rotor and the argon atoms. One is the temperature of the system, which influences the interaction between the argon atoms and the rotor. For example, at low temperatures some atoms will be attracted by the inner tube and attach to surfaces of the rotor. Hence, the rotary inertia of the "new rotor" (CNT + Ar), i.e., J z , will be higher than that of the inner tube. That means that the rotational acceleration of the "new rotor" drops. If the system is at a higher temperature, the interaction could be reduced. The other factor is the argon density in the simulation box. As more argon atoms are introduced into the box, more argon atoms will be absorbed onto the surfaces of the CNTs at the same system temperature.
As some argon atoms are absorbed onto the surfaces of the rotor and stators, the rotation of the "new rotor" must be reduced by the rest of the argon atoms due to their relative motion that generates viscous resistance. Hence, the value of the SRF of the "new rotor" must be less than that of the CNT rotor in a vacuum. The influences of the density of argon and the interaction between argon atoms and CNTs are discussed with reference to the numerical results in the next section.
Numerical Results and Discussion
The SRF of a nanomotor in argon environments with different densities. To reveal the effect of temperature on the SRF of a rotor driven by different stators, four cases are considered, of stators with N = 2 and 7 at 100 K and 300 K, respectively. The temperature of 100 K is higher than the boiling point of argon at 1 bar, and 300 K is normal temperature. The relevant results are shown in Fig. 3 and Table 3 . Without argon in the box, the SRF of the rotor is ~170 GHz. At any temperature, the value of the SRF of the rotor decreases with an increase in argon density. When N = 2 (with respect to cases a & b), the value of ω displays a quick drop when the argon density increases from 0 to 300 kg/m 3 . If the argon density increases further, the value of ω tends to be less than 1.0 GHz. For the same nanomotor and the same argon density, the value of ω of the rotor at 100 K is far less than that at 300 K. This result implies that it is possible to increase the SRF of the rotor by increasing the temperature and/or decreasing the density of the argon. As 1400 kg/m 3 is the maximal density of the argon in a liquid state, the SRF of the rotor is still higher than 0.01 GHz (Movie 1). Hence, the nanomotor can work in an extreme environment, e.g., featuring low temperature and super-high pressure.
When N = 7 and T = 300 K, we find that the value of the SRF of the rotor is independent of the density of the argon (Fig. 3d ) below 200 kg/m 3 . There are two reasons for this phenomenon. One is that it is difficult for the argon atoms at high temperature (300 K > 88 K of boiling point) with lower density to be attracted onto the CNTs. The other is that the stator has 7 IRD atoms that provide stronger power to drive the rotation of the rotor. However, if the density of the argon is greater than 300 kg/m 3 , the value of the SRF decreases rapidly.
It is necessary to demonstrate that the nanomotor may collapse due to covalent bonding between the rotor and a stator. Figure 4 gives the history of ω of a rotor driven by stators with N = 7 at 300 K. It is found that the rotational frequency of the rotor increases up to ~1200 GHz before sudden stoppage of the rotor in the box, with or without the presence of argon. But the differences are obvious. For example, when there is no argon in the environment, the rotor can escape from a stator and finally bond with a stator at its inner edge 43 . Meanwhile, the stoppage occurs near 0.83 ns if there is no argon. If the nanomotor is surrounded by argon atoms, both the final configuration of CNTs and the moment of stoppage of the rotor are different. From the results, we conclude that the nanomotor is not in a stable state when the rotational frequency of the rotor is very high. The rotor may display eccentric rotation at such high speed, that is the major reason for the escape of the rotor from its equilibrium state to finally bond with the stator 20 . In fact, the nanomotor collapses in many cases. In Table 3 the numbers in italics indicate that the nanomotor finally breaks down. The SRF of the nanomotor is obtained when it approaches the platform of the ω curve. As examples, the platform is indicated by a grey background in Fig. 4 . From the above analysis, it is evident that, for the same nanomotor at different temperatures, the value of the SRF of the rotor is higher at higher temperature. As we capture representative snapshots of a system in which the rotor has stable rotation ( Fig. 5a ) at 100 K, we find that most of the argon atoms are attracted close to the CNTs at the distance of ~0.34 nm ( Table 2 ). Some of the argon atoms even enter into or move out of the inner tube 36, 37, 44, 45 . Due to the strong attraction, some of the argon atoms rotate together with the rotor. Hence, the rotary inertia of the "new rotor" becomes greater than that of the inner CNT [46] [47] [48] . Even when ρ = 400 kg/m 3 , the boundaries of the simulation box are very clear, i.e., few argon atoms are near the boundaries but more atoms are near the middle part of the rotor. These results mean that the pressure in the box in the stable state is far less than the initial pressure. As ρ = 500 kg/m 3 , the X-Z and Y-Z boundaries connect and the X-Y boundary is still clear. When ρ = 800 kg/m 3 , only the middle parts of the X-Z and Y-Z boundaries are clear. If the nanomotor is put into liquid argon, i.e., ρ = 1400 kg/m 3 , the distribution of the argon atoms appears uniform.
The situation changes when the system is at 300 K. For example, the argon atoms are distributed uniformly in the box and few argon atoms attach to the surfaces of the CNTs (Fig. 5b) . This result means that the friction between the rotor and the argon atoms (Eq. (3)) is lower at 300 K than that at 100 K. This is the major reason for the obvious difference between the stable rotational frequencies of the rotor at different temperatures (Table 3) . Considering this reason, we mainly discuss the dynamic behavior of the system at 100 K in the following sections. When we observe the history curve of the rotational frequency of a rotor, e.g., N = 7, T = 100 K, and the initial argon density is 120 kg/m 3 , the frequency remains stable for about 31 ns before suddenly jumping up to ~60 GHz. The rotational frequency of the rotor stays the same for about 6 ns after the jump, but finally falls to the level observed before the jump, i.e., the value of ω is close to 29.74 GHz (black line in Fig. 6 ). As determined from the blue line in Fig. 6 , the moment of momentum of argon atoms about the tube axis undergoes an obvious decrease during the same period. Hence, we conclude that the argon atoms undergo sliding relative to the outer surface of the rotor. Before the relative sliding occurs, the argon atoms attached to the outer surface of the rotor rotate synchronously with the rotor. But during the relative sliding, the group of argon atoms rotates more slowly than the rotor (Movie 2). After about 6 ns of relative sliding, they rotate synchronously, again. This phenomenon is evidence of friction between the rotor and the argon atoms.
In Table 3 , most of the values of ω are below 10 GHz, or even below 1.0 GHz. The fluctuation of the rotational frequency of the rotor is usually greater than 10 GHz. Hence, to obtain the SRF of the rotor, we first calculate the accumulated rotary angle of the inner tube under such conditions in simulation. The value in Table 3 is obtained by the averaged time of the accumulated angle. For example, the rotational history of the rotor driven by the N = 2 stators at 100 K is given in Fig. 7 . Compared to the large fluctuation of rotational frequency, the accumulated rotor angle changes only slightly and is in almost a straight line. The values of the SRFs listed in Table 3 are equal to the slope of the straight line. In the following analysis, the history of the accumulated rotor angles is used.
Effect of size of simulation box on SRF of nanomotor.
In previous discussion, the size difference between the nanomotor and the simulation box is low, a feature that influences the statistics of the pressure at the boundary. For example, the radius of the outer tube (stator) is ~0.949 nm, indicating that the distance between the tube and the X-Z or Y-Z boundary of the box is only ~1 nm, i.e., the cutoff of the L-J potential. At 100 K, due to the strong attraction of the tube to the argon atoms, most of the argon atoms attach to the surface of the rotor (e.g., Fig. 5a ). The pressure in the box, estimated by substituting the volume of the box that does not include the space occupied by the nanomotor plus the number of argon atoms in it into the ideal gas law equation, shows large fluctuation during simulation. Hence, we do not calculate the pressure. To obtain relatively reasonable statistics of pressure, we expand the original simulation box by setting the periodic boundaries to be double or 3 times their original values. Thus the volume of the simulation box becomes 2 3 = 8 or 3 3 = 27 of the initial volume, respectively.
To show the effect of the friction between the argon atoms and the rotor, we set the nanomotor with N = 2 at 100 K. The nanomotor is always placed symmetrically at the center of the box. To indicate the influence of the argon density on the dynamic response of the rotor, we choose 6 different values for the argon density, i.e., 50, 100, 200, 300, 400, and 600 kg/m 3 . Figure 8 gives the history of the accumulated angle of the rotor within 10 ns. From the inserted table in Fig. 8 , the rotational frequency of the rotor decreases when the argon density increases. The final pressure of the simulation box is nearly 6 bar when the density is greater than 50 kg/ m 3 at which the final pressure is ~3.76 bar. Obviously, the pressure in box is still much higher than the standard atmospheric pressure, for two reasons. One reason is that the temperature of the system is 100 K, higher than the boiling point of argon at the standard atmospheric pressure. The other reason is that not all of the argon atoms are attracted close to the CNTs and the rest of the argon atoms generate the high pressure.
From Fig. 9 it can be seen that the final distributions of argon atoms in the simulation box differ due to differences in density. For example, only some argon atoms are attracted close to the CNTs with 0.5 nm when the initial argon density is 50 kg/m 3 (Fig. 9a ). When the initial argon density reaches 100 kg/m 3 , the rotor is covered by argon atoms to the thickness of over 1 nm (Fig. 9a) . In that case, all the boundaries of the box have only a few argon atoms attached, whose motions contribute to the pressure of the box. When we increase the argon density in the box, argon clusters appear. For example, clusters are connected between the neighboring periodic boxes along the X-direction when the argon density is 200 or 600 kg/m 3 . The only difference is that the thickness of the cluster along the Z-direction in Fig. 9f (with respect to 600 kg/m 3 ) is equal to the length of box along the same direction. The layout of the argon clusters in the 3 × 3 boxes resembles a sandwich structure along the Y-direction. However, the clusters in the 3 × 3 boxes with the initial density of 200 kg/m 3 appear like heavy wires along the X-direction. When the initial density is 300 kg/m 3 , the argon clusters in the 3 × 3 boxes ( Fig. 9d ) resemble heavy wires along the Y-direction. Because the initial simulation box including all atoms is symmetric about the X-Y plane and the axis of the stators is aligned with that of the box along the Z-direction, the final layout of the argon clusters is random along either the X-or Y-direction.
When the initial argon density is 400 kg/m 3 (Fig. 9e ) (Movie 3) there is only one argon cluster, which is similar to a plane parallel to the X-Y plane. Hence, the presence of the CNTs leads to condensation of the argon atoms. As we place the rotary nanomotor in argon gas with the initial pressure of 1 bar at 100 K, we predict that the final layout of the argon atoms near the nanomotor will be approximately identical to that in Fig. 9a . This outcome means that the SRF of the rotor will be far less than that of the rotor in a vacuum, e.g., ~1.316 GHz in this case. On the other hand, because we choose argon as the protective gas in the operation of the nanomotor, the rotational frequency of the rotor will depend heavily on the value of N, as shown in Table 1 , i.e., stators with lower numbers of IRD atoms will generate a lower rotational frequency of the rotor.
Each side of the simulation box is 3 times its original value. Now, we choose a larger simulation box for the nanomotor and argon atoms, setting the boundaries as −6 ≤ X ≤ 6 by −6 ≤ Y ≤ 6 by −8.657 ≤ Z ≤ 14.314, with the unit of nanometer. Hence, l = 12 and the volume of CNTs is ~0.623% of that of the box. Hence, the size effect can be ignored because a box larger than the present one is chosen in simulation. The initial argon density in the box is set at 50 or 100 kg/m 3 to show the influence of box size on the rotor's SRF.
To demonstrate the size effect, the histories of the accumulated angles of the rotor in the same nanomotor (N = 2) in boxes with initially low argon density are shown in Fig. 10 , in which the inserted table provides the related results of the system. As an example, when the initial densities of argon in the boxes are the same, i.e., 100 kg/m 3 , the SRFs of the rotor are obviously different. For example, in the original small box with l = 4, the final SRF of the rotor is ~9.3 GHz. However, when the box is larger, e.g., with l = 8, the value of ω is ~0.73 GHz, slightly higher than the values of the rotor in the largest box with l = 12. When the argon density in the boxes is set at 50 kg/m 3 , the value of ω of the rotor in the box with l = 8 is ~1.32 GHz, higher than that of the rotor in the box with l = 12. As evident from the differences among the final pressures of the boxes, the rotor attracts more argon atoms in the stable state of boxes with higher argon density. For example, in the same box with l = 12, the value of ω is ~0.72 GHz at ρ = 50 kg/m 3 , whereas ω is ~0.5 GHz at ρ = 100 kg/m 3 . The prediction is verified by the layout of the argon atoms in the final stable state of the box as shown in Fig. 10b . On the other hand, due to the similar final pressure in the box, the number of argon atoms attracted close to the rotor in the box with ρ = 100 kg/m 3 is far greater than that of the rotor in the box with ρ = 50 kg/m 3 . However, the difference of ω with respect to different argon densities is not obvious. Hence, from the moment of momentum theorem we conclude that the number of argon atoms that rotate synchronously with the rotor depends slightly on the argon density. The rest of the argon atoms clearly display relative sliding with the "new rotor", resulting in a lower value of ω.
Effect of length of rotor on the value of SRF. In previous discussion, nanomotors of the same size were used. In fact, the size of the CNTs has a significant influence on the SRF of the rotor. For convenience of comparison, we again choose CNTs in the nanomotor with sizes between (9, 9) and (14, 14) . The stators have the same configurations, i.e., the same length and N = 7. But the length of the rotor is different from the original value, ~5.657 nm. Currently, we choose 0.5 × L m , 1.0 × L m , 1.5 × L m and 2.0 × L m as the rotor length in simulation. Due to the use of a longer rotor, we choose a larger box, whose periodic boundaries are set as −4 ≤ X ≤ 4 by −4 ≤ Y ≤ 4 by −4.828 ≤ Z ≤ 10.485, with the unit of nanometer. Five densities of argon are involved in the simulation, namely 200, 300, 400, 500, and 600 kg/m 3 . Figure 11 gives the history curves of the accumulated rotor angles in eight cases, as listed in the inserted table. When rotors with different lengths are placed in boxes with the same argon density, e.g., 200 kg/m 3 , their SRFs differ. For example, for the shortest rotor, with length 0.5 × L m , the SRF is about four times of that of the rotor with length of 1.0 × L m . The reason is that fewer argon atoms are attached to the shorter tubes and the interaction among the CNTs and argon atoms becomes weaker, as shown in Fig. 12a . Driven by the same stators, the shortest rotor is subject to the lowest friction from the argon atoms.
However, when a longer rotor is in the gas, more argon atoms attach to the surface of the rotor, and furthermore, both the rotary inertia of the "new rotor" and the friction between the rest of the argon atoms and the "new rotor" increase quickly and control the maximum value of the SRF. From both the curves labeled "2, 3, and 4" and the statistical values of ω in the inserted table, the SRFs differ slightly. The differences are caused by two main factors. One is that the boxes contain the same number of argon atoms, and most of the gas atoms are attracted onto the surfaces of the CNTs. Due to lower number of argon atoms, the boundaries of the box in the stable state are clear, i.e., only a few argon atoms can be found near the boundaries. This result implies that neighboring rotors in different boxes have no interaction via the gas cluster. Hence, the local state of a rotor depends only on the final layout of argon atoms in its box. If, for example, when the argon density is higher, i.e., 300 kg/m 3 , an interaction exists with a neighboring rotor along the Z-direction, that increases the friction between argon atoms and rotor. The second factor is present when a rotor of any length is fully covered by argon atoms, and the interactions between the rotor and argon atoms are similar according to the layout of argon atoms within 0.5 nm of the outer surfaces of the CNTs, especially at the neighboring ends of CNTs. It is known that the final SRF of a rotor approaches only when the rotor is in an equilibrium state, which contains the rotational equilibrium along the Z-direction. When most of the argon atoms are within 1.0 nm of the neighboring surfaces of the rotor, most of the argon atoms can be driven to move with the rotor while the rest of the argon atoms prevent the motion, i.e., they provide friction on the "new rotor". Meanwhile, the rotor is driven by the same stators, i.e., the active force on the rotor is identical for the three cases. Hence, the equilibrium state of the "new rotor" depends on the relative sliding between the "new rotor" and the rest of the atoms. Because the rotors of different lengths have the same environment in a stable state, their SRFs differ slightly.
Because we placed the longest rotors with length 2.0 × L m in boxes with different argon densities, the SRF of the rotor in lower argon density is generally higher. The phenomenon is similar to that shown in Figs 8 and 9 . The SRF of the rotor in the argon with the density of 500 kg/m 3 is slightly higher than that in the argon with the density of 400 kg/m 3 . The major reason is that fewer argon atoms are attracted onto the rotor adjacent to the edges of stators when ρ = 500 kg/m 3 . Hence, the friction between the new rotor and the other argon atoms is lower, leading to a higher SRF. 
Conclusions
The dynamic response of the rotor in a nanomotor in an argon environment is investigated using MD simulations. Some typical factors, namely temperature, initial argon density, size of box, and length of rotor, are considered in experiments. From the numerical results, some concluding remarks are drawn as follows:
(1) The SRF of a rotor decreases exponentially with the argon density. At lower temperatures, it decreases more quickly. At 100 K, the rotor can still rotate in liquid argon. At normal temperature, the SRF value of depends slightly on the argon density being less than 200 kg/m 3 ; (2) At 100 K, in the box with lower argon density, most of argon atoms are absorbed near to the inner and outer surfaces of the rotor and rotate with the rotor. That is one of the reasons for the decrease in the rotational frequency of the rotor; (3) At normal temperature, the argon atoms distribute uniformly in the simulation box, and the friction between the rotor and the argon atoms is lower than that at 100 K because fewer argon atoms are absorbed onto the CNT surfaces; (4) The argon atoms on both surfaces of the rotor may slide relative to the rotor even after a long period of stable synchronous rotation; (5) For the same nanomotor in boxes with the same argon density but different dimensions, the SRF of the rotor in a larger box is lower, due to the greater number of argon atoms attracted onto the CNTs. (6) In the same box the same low argon density, the SRF of a rotor depends slightly on the tube length when the length is greater than 5 nm.
According to the interaction between the nano-flow of argon and the CNTs, we know that the argon atoms can also transit kinetic energy onto the CNTs. One can heat the rotors to rotate by introducing heated argon. Therefore, the present model is different from that in Cai et al. 18, 19 . 
